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STATE DESIGN ENGINEER

Washington State Department of Transportation

FOUNDATION TYPE 1
SIGN BRIDGE (TRUSS-TYPE)

STANDARD PLAN G-70.20-04
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BAR LIST

SHAFT - VERTICAL

SHAFT - SPIRAL

CAP - TOP AND BOTTOM

CAP - SIDES

CAP - HOOPS

ANCHOR NUTS

ANCHOR RODS

AASHTO M 291

AASHTO M 293

AASHTO M 232

ASTM A 36

2500 OR BETTER

(PSF)
 PRESSURE 

LATERAL BEARING
ALLOWABLE 

OF FOUNDATION (DO NOT GLUE PVC STUBOUT)

CONDUIT COUPLING ~ INSTALL FLUSH WITH TOP
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BOLT CIRCLE
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SHAFT
CLASS 4000P
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REINF. BAR

STEEL

GRADE 60

AASHTO M 31

GRADE 105

ASTM F 1554

WASHERS

ANCHOR

GALVANIZING

ANCHORAGE

PLATE

ANCHOR
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PLACE USING TREMIE METHOD
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LAP SPLICE

BY THE ENGINEER

TO BE INSTALLED WHERE DIRECTED
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CLEAR SHAFT REINFORCEMENT
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ANCHOR PLATE (TYP.) ~
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SIX HEAVY HEX NUTS 
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THREADED 8" MIN. EACH END;
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ANCHOR PLATE DETAIL

1 1/16" (IN) DIAM. HOLE (TYP.)

SHEAR KEY

5 1/2" (IN) x 1 5/8" (IN) x 2' - 0"

CONSTRUCTION JOINT W/

1/2" (IN) x 21" (IN) x 21" (IN)
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